
Water Softener Systems
Process

Removing calcium and magnesium compounds in water eliminates hardness scaling in piping, boilers, heat 
exchangers, and other industrial equipment. This ensures peak productivity, reduces maintenance, and extends 
the longevity of expensive process equipment. AWS water softeners are designed to provide years of 
trouble-free service in demanding industrial and commercial applications that require continuous soft water 
supply. Systems are available in single, duplex, or multiple tank configurations with a wide range of features 
to meet your specific needs.

Quality

AWS provides the highest quality systems using the 
latest technologies resulting in softeners with 
exceptional performance and reliability, low operat-
ing cost, and high corrosion resistance. Fiberglass 
resin tanks are used for corrosion resistance and long 
life. High capacity ion exchange resin provides 
superior efficiency with minimal salt consumption. 
Automatic meter initiated regenerations result in 
greater salt savings over traditional time clock 
control. Our NXT controller provides system control 
along with system operating information including 
flow rate, flow totalizer, remaining capacity and 
additional system information.

Features and Benefits

Alternating, parallel, or progressive operation 
No hard water bypass during regeneration
Lead-free brass valve
Self cleaning, hydraulically balanced positive 
acting piston control valves
High salt efficiency
Timed brine refills 
Corrosion resistant polyethylene tank liners  
FRP wrapped for strength 
ANSI/NSF listed tanks
NXT electronic controller is fully programma-
ble and permits adjustment of each regenera-
tion step.
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Product Specifications 

Operating Specifications 

Water Temperature:
Pressure Range:
Electrical Requirements:

Minimum 35˚F
Minimum 30 psi
120 VAC Standard Outlet

Max 120˚F
Max 120 psi

BrineRite Salt Saver
ASME Code Vessels
Skid Mounted 

Sample Valves
Pressure Gauges
Bulk Brine System

Optional Features
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www.allwatersystems.com ∙ sales@allwatersystems.com

(1) - Service flow rate at a pressure drop of 15 psi, Peak flow rate at a presure of 25 psi.
(2) - Resin volume per media tank.
(3) - Exchange capacity per media tank at 6 lbs./cu.ft. (min) and 15 lbs./cu.ft. (max) salt dose.
Exchange capacity is based on resin manufacturer’s published data and is dependent on feed water TDS, flow rate and other factors.
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Deionizer Systems ∙ Water Softeners ∙ Filtration ∙ Reverse Osmosis Systems ∙ Automatic Strainers ∙ UV Disinfection ∙ 
Equipment Supply & Installation ∙ Turnkey Systems ∙ Upgrades & Retrofits ∙  Maintenance & Repair ∙ 

Specialized Technical Support ∙ Portable Rental Systems ∙ Custom Systems ∙ Engineering Design Assistance
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