


Product Specifications 

Operating Specifications 

Water Temperature:
Pressure Range:
Electrical Requirements:

Minimum 35˚F
Minimum 30 psi
120 VAC Standard Outlet

Max 120˚F
Max 120 psi

BrineRite Salt Saver
ASME Code Vessels
Skid Mounted 

Sample Valves
Pressure Gauges
Bulk Brine System

Optional Features

Deionizer Systems ∙ Water Softeners ∙ Filtration ∙ Reverse Osmosis Systems ∙ Automatic Strainers ∙ UV Disinfection ∙ 
Equipment Supply & Installation ∙ Turnkey Systems ∙ Upgrades & Retrofits ∙  Maintenance & Repair ∙ 

Specialized Technical Support ∙ Portable Rental Systems ∙ Custom Systems ∙ Engineering Design Assistance

All Water Systems, Inc.
1475 Airbrake Avenue

Turtle Creek, PA 15145
412-824-6560 ∙ 412-824-6573 (fax)

www.allwatersystems.com ∙ sales@allwatersystems.com

(1) - Service flow rate at a pressure drop of 15 psi, Peak flow rate at a presure of 25 psi.
(2) - Resin volume per media tank.
(3) - Exchange capacity per media tank at 6 lbs./cu.ft. (min) and 15 lbs./cu.ft. (max) salt dose.
Exchange capacity is based on resin manufacturer’s published data and is dependent on feed water TDS, flow rate and other factors.
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